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ES-EN-ASIA-2-1-2-19-5

NetSure TM 731 A41

Rectifier

Model Name R48 - 3000A3 / R48-3000e3 / R48-3500e3 / R48-3500E4

Input Voltage 85 VAC to 300 VAC (For A3 & e3 series), 85 VAC to 264 VAC 
(E4 series)

Power Factor >0.99 for 50% - 100% load

Efficiency, Peak R48-3500E4: 98%; R48-3500e3: 96.3%; R48-3000e3: 95.5%

Max. Input Current 22 A 

Output Voltage -42 VDC to 58 VDC

Output Current (@-48 VDC) R48-3000A3 / R48-3000e3: 62.5A ;                                            
R48-3500e3 / 3500E4: 72.9 A

Nominal Voltage -48 VDC

Operating Tempeature -40 to +70 oC, -40 to +158oF

Controller-M221S

Display LCD with 8 X 16 characters

Communication Interface RS 232, Ethernet

Protocol HTTP, SNMP, YDN23

Inputs

Analog
1 battery current, 1 bus voltage, 1 battery voltage, 

2 temperatures, 4 midpoint battery voltages

Digital 2 load fuses, 4 battery fuses, 1 bi-stable contractor status,       
4 user inputs (Optional, need an extra board)

Outputs 1 LVD mono or bistable contractors, 1 LVD mono contractor,      
8 user relay outputs ( Optional, need extra board)

Controller-M830B

Display 128 x 160 Pixels TFT LCD

Communication Interface RS 232, RS 485, Ethemet, USB

Protocol Ipv4, IPv6, HTTPS, SNMP V2/V3, EEM Soc Tpe, Rsoc, Modbus 

Inputs

Analog
2 battery currents, 1 load current, 1 bus voltage, 2 battery volt-
ages, 3 temperatures, 1 fuel level sensor and much more with 
additional interface boards

Digital 1 input for status of surge protective device auxiliary contacts, 
12 load fuses, 6 battery fuses, bi-stable contractor status

Outputs 3 LVD mono & bistable contractors 

NetSure TM 731 A41

Structure 19 inches (W), 4U (H)

Dimensions (W x D x H) in mm 483 x 390 x 178

Weight �25 kg (including recti�er and controller)
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